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Fig.1 Fissaggio del piano (A) nel gambone

(B) tramite i bulloni (U)

3) Inserire il piano (A) nel gambone autoportante (B) e fissarlo al

bench serie Panel.

B

Fig.1 Fasten the top (A) in the self

bearing leg (B) by means of the bolts (U)

Approvazione

Emissione

Data Schema di montaggio
Rev.

00

02/12/2020

Assembly diagram
Issuance

ApprovalDate

25-30  TP.0034  60x125x73

25-30  TP.0035  60x165x73

A

Fig. 1

A

3) Insert the top (A) in the self bearing leg (B), fasten it to the Panel

series bench

1) Inserire il piano (A) nel gambone autoportante (B) e fissarlo alla

scrivania tramite le staffe rette (Z)

1) Insert the top (A) in the self bearing leg (B), fasten it by means of

the straight brackets (Z)
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2) Inserire le staffe rette (Z) sotto la gamba e unire i due piani (A) con

i bulloni (V)

2) Insert the straight brackets (Z) under the leg, unite the two tops (A)

by means of the bolts (V)

V

4) Ruotare i distanziali del bench e unire i due piani (A) tramite i bulloni

(V)

4) Rotate the bench spacers, unite the two tops (A) by means of the

bolts (V)
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